
GENERAL NOTES

BUILDING AND LOT DATA

LEGEND

NOTE

NOTE

KEYED NOTES

PLANTING SCHEDULE

TREES

ADD TREES IN ALL LANDSCAPE PLANTERS IN CONFORMANCE WITH THE LANDSCAPE ORDINANCE.

ADD TREES IN ALL LANDSCAPE PLANTERS IN CONFORMANCE WITH THE LANDSCAPE ORDINANCE.

LANDSCAPING PER APPROVED FINAL PLAT BY ORIGINAL DEV ELOPER .

ALL SHRUB & PERENNIAL BEDS TO BE COVERED WITH 2" SO IL AID MULCH.

SHRUB & PERENNIAL BEDS IN LAWN AREAS ARE TO BE EDGE D.

ALL LANDSCAPE AREA TO BE WATERED BY AN AUTOMATIC UN DERGROUND IRRIGATION SYSTEM.

CONSTRUCT 2' WIDE x 4' LONG (MIN.) DRAINAGE CHANNEL . CHANNEL SHALL BE CONTRACTED WITH
2" MIN. CLEAN RIVER COBBLE, CHANNELED TO THE CENTER  TO DIRECT & DISSIPATE FLOW.

CONTRACTOR SHALL HAVE AN APPROVED SET OF PLANS AT W ORKSITE.

DEPARTMENT OF PUBLIC WORKS.
ANY CHANGE FROM THE PLANS SHALL BE APPROVED BY THE DESIGN ENGINEER AND CITY OF COUNCIL

CONTRACTOR SHALL OBTAIN AND PAY FOR ALL PERMITS PRI OR TO CONSTRUCTION.

REQUIRE AT LEAST 24 HOURS ADVANCE NOTICE.
CONTRACTOR SHALL CONTACT BOISE CITY PUBLIC WORKS FO R INSPECTIONS. SAID INSPECTIONS

MERIDIAN CITY DEPARTMENT OF PUBLIC WORKS PRIOR TO I NSTALLATION.
ANY CHANGES REQUIRED BY CONSTRUCTION SHALL BE APPRO VED BY THE PROJECT ENGINEER AND

CONTRACTOR SHALL HAVE ALL UTILITIES LOCATED NO LESS  THAN 48 HOURS PRIOR TO CONSTRUCTION.

FOR PUBLIC WORKS CONSTRUCTION (I.S.P.W.C.).
CONSTRUCTION AND MATERIALS SHALL CONFORM WITH THE L ATEST EDITION OF THE IDAHO STANDARDS

UPON INSPECTION.
OR ALL STORM WATER FACILITIES. MINIMUM 24 HOUR NOTI CE REQUIRED. APPROVAL IS CONTINGENT
THE CONTRACTOR SHALL CONTACT THE CITY OF BOISE PUBL IC WORKS DEPARTMENT FOR INSPECTION

THE DISTRICT.
AND THE ISPWC WILL BE ALLOWED UNLESS SPECIFICALLY A ND PREVIOUSLY APPROVED IN WRITING BY
ISPWC AND THE ACHD SUPPLEMENTAL SPECIFICATIONS. NO EXCEPTIONS TO DISTRICT POLICY, STANDARDS,
ALL CONSTRUCTION IN THE PUBLIC RIGHT-OF-WAY SHALL C ONFORM TO THE 2003 EDITION OF THE

STREET IMPROVEMENT AT THE OWNERS EXPENSE.
SUCH UTILITIES OR IRRIGATION FACILITY WILL BE RELOC ATED AS TO NOT INTERFERE WITH REQUIRED
IF ANY UTILITY OR IRRIGATION FACILITY INTERFERES WI TH REQUIRED STREET IMPROVEMENTS, ALL

CONFLICT WITH ANY CONCRETE CURB AND GUTTER, VALLEY GUTTER, AND SIDEWALK IMPROVEMENTS.
ALL WATER VALVES, BLOW-OFFS, AND MANHOLES SHALL BE GRADED AND PLACED SO AS NOT TO

FACILITY SHALL BE APPROVED BY THE PUBLIC WORKS DEPA RTMENT.
IF BOTTOM OF FACILITY IS WITHIN 3' OF SEASONAL HIGH  GROUND WATER ELEVATION. REDESIGNED
WATER SHALL BE A MINIMUM OF 3-FEET. CONTACT DESIGNE R FOR REVISED DRAINAGE FACILITY DESIGN
MINIMUM SEPARATION FROM THE BOTTOM OF THE DRAINAGE FACILITY TO SEASONAL HIGH GROUND

STORM WATER: ON SITE RETENTION

CONSTRUCTION TYPE: V-B NON-RATED, NOT SPRINKLED

SETBACK @ PARKING:
LANDSCAPE AREA INSIDE

ASPHALT PARKING AREA:

GRASS AREA:

% of lotBUILDING SIZE: Sq Ft

LOT SIZE:

SUBDIVISION:

LOT: BLK:

ZONE:
OCCUPANCY:

PROPERTY LINE
SETBACK LINE
EASEMENT

1

2

3

FENCE
8" SEWER LINE
8" WATER LINE
CABLE TV LINE
TELEPHONE LINE

ALL UTILITIES ARE LOCADED UNDERGROUND

% of lot

% of lot

% of lot

3-Kelsey Redtwig
Dogwood

3-Gallon Crimson
 Barberry

Not Used

Heritage R ed Birch
Multi Stem 2" cal

Spring Snow Crabapple 2"
caliper

6' min. to lower branch

PROPERTY LINE

SETBACK LINE

EASEMENT

FENCE

8" SEWER LINE

8" WATER LINE

CABLE TV LINE

TELEPHONE LINE

3-Dwarf
Founatin Grass

3-Forsters Feathered
Red Grass

NOTE

OF HOLE

4" BUILT-UP EARTH SAUCER

2" BARK MULCH (DO NOT PLACE MULCH
IN CONTACT WITH TREE TRUNK)

BEFORE PLANTING, ADD 3" TO 4" OF
WELL-COMPOSTED LEAVES OR

RECYCLED YARD WASTE TO BED
AND TILL INTO THE TOP 6" OF

PREPARED SOIL

4" TO 6" DEEPER THAN ROOT BALL

PREPARED SOIL FOR TREES

CUT TOP BANDS OF THE WIRE BASKET
AND FOLD AWAY FROM TOP OF ROOT BALL

SET ROOT BALL ON FIRM PAD IN BOTTOM

AVOID PURCHASING TREES WITH TWO LEADERS OR
REMOVE ONE AT PLANTING; OTHERWISE DO NOT
PRUNE TREE AT PLANTING EXCEPT FOR SPECIFIC

STRUCTURAL CORRECTIONS

FOLD BURLAP AWAY FROM TOP OF ROOT BALL

SET ROOT BALL FLUSH TO GRADE OR
SEVERAL INCHES HIGHER IN POORLY

DRAINING SOILS

THE FIELD

DIG WIDE, SHALLOW HOLE
WITH  TAPERED SIDES

TAMP SOIL SOLIDLY
AROUND BASE OF ROOT BALL

FOR TREES

X = MINIMUM WIDTH
OF PREPARED SOIL

DO NOT STAKE OR
WRAP TRUNK; MARK
THE NORTH SIDE OF
THE TREE IN THE
NURSERY AND LOCATE
TO THE NORTH IN

Not To Scale

TYPICAL TREE PLANTING DETAIL

PREPARED SOIL

RECYCLED YARD WASTE TO BED

LAWN OR PAVING

AND TILL INTO TOP 6" OF

BEFORE PLANTING, ADD 3" TO 4"
OF WELL-COMPOSTED LEAVES AND

ROOTS PULLED OUT OF BALL
CONTAINER-GROWN PLANT WITH

PREPARE SOIL IN THE ENTIRE
BED USING PROCEDURES OUTLINED

IN "GENERAL RANGE OF SOIL MODIFICATIONS
AND VOLUMES FOR VARIOUS SOIL CONDITIONS"

BALLED AND BURLAPPED PLANT

PREPARED SOIL FOR SHRUBS

8" TO 12"

GROUND; SET TOP OF
ROOT BALL FLUSH WITH
FINISH GRADE

FOLD BURLAP FROM TOP OF
ROOT BALL DOWN INTO

12" TO 18" (FOR

2" MULCH (DO NOT PUT
MULCH AGAINST THE
BASE OF THE PLANT)

MIN. 4" DEEPER

SOIL SURFACE ROUGHENED
TO BIND WITH NEW SOIL

THAN BALL)

ROOT BALLS,
MAKE DEPTH

LARGER SHRUB

Not To Scale

TYPICAL SHRUB PLANTING DETAIL

BIKE RACK

FLAGPOLE

COMPACTED GRAVEL WITH
AXEL WEIGHT 25,00LBS TO FIRE

DEPARTMENT APPROVAL STANDARDS

BACK FILL AND TOP SOILD . SEED WITH
NATIVE GRASS'S AND FLOWERS.

PROVIDE AUTOMATIC SPRINKLER
SYSTEM FOR THIS AREA

BACK FILL WITH CLEAN NATIVE
DRAIN ROCK 6" MINUS.

CONCRETE WALK
AND

A.D.A. PARKING
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This set of documents, the ideas, designs, and drawings, are the exclusive property of TRW ARCHITECTURE CHTD. and they are not to be used, in whole, or in part, for any project without the written authorization of TRW ARCHITECTURE CHTD.
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A1.3
LANDSCAPE IRRIGATION

SHEET

 1" = 1'-0"2 TREE PLANTING

 3/32" = 1'-0"3 SHRUB PLANTING
 1" = 30'-0"4 LANDSCAPE PLAN

Revisions


